
Prices and Technical 
Specifications of Petroleum
and Coal Products
 

Panama Logistics Pvt Ltd, Noida



Petroleum Products (1/2)

S. No. List of Products Sourci
ng 
from

1 L.D.O. (IOCL from 
Bijwasan Depot)

Indian Oil, Panipat 
Refinery

Rate list is attached 
in separate sheet

2 Low Sulpher Heavy Stock (LSHS) from 
Panipat Refinery

Indian Oil, Panipat 
Refinery

Rate list is attached 
in separate sheet

3 Low Sulpher Heavy Stock (LSHS) Reliance Refinery 
Jamnagar

Rate list is attached 
in separate sheet

4 CBFS from Reliance Refinery  Jamnagar Reliance Refinery 
Jamnagar

Rate list is attached 
in separate sheet

5 Furnace Oil From Reliance Refinery 
Jamnagar

Reliance Refinery 
Jamnagar

Rate list is attached 
in separate sheet



Petroleum Products (2/2)

S. No. List of Products Sourci
ng 
from

6 Imported LDO Density .88 Rate list is attached 
in separate sheet

7 Pyrolysis Oil for Heating 
Kiln (Cement
Plants)

Our Own Refinery Rate list is attached 
in separate sheet

8 Tyre Oil Our Own Manufacturing  Plant at 
Jind in Haryana

Rate list is attached 
in separate sheet

9 LDO for Hotmix Plant 
from our own Refinery 

Our Own Refinery Rate list is attached 
in separate sheet

10 Petcoke Reliance Refinery Jamnagar Rate list is attached 
in separate sheet



Bitumen/Emulsion

S. No. List of Products Sourcin
g from

1 Bitumen (Bulked) ( Indian Oil 
Panipat Refinery)

VG-10

Rate list is 
attached in 
separate sheet

VG 30

VG 10 (Packed)

VG 30 (Packed)

2 Imported Bitumen  Embossed Jey Refinery  Iran

3 Imported Bitumen  Non-
Embossed

Jey Refinery  Iran



Coal - Steam Coal , Indonesian Coal & US 
Coal

S. No. List of Products Sourcin
g from

1 US coal – NAR 6992 From Mundra Port Rate list is 
attached in 
separate sheet

2 Indonesian Coal - 5300 GAR Size 0 mm to 6 mm
Size 0 mm to 8 mm

Rate list is 
attached in 
separate sheet

Size 6mm to 20 mm
Size 8 mm to 20 mm

Size  25 mm to 50 mm

0mm to 50 mm

3 South African Coal RB1, RB2 & RB3 Rate list is 
attached in 
separate sheet



S. 
No.

List of Products Sourci
ng 
from

1 Ground Nut Shell Biomass - 
Briquettes 

GCV – 4000 - 4200 Kcal / Kg Rate list is 
attached in 
separate sheetDiameter - 90mm length

Sulpher - Free from Sulpher 

Moisture - Very low below 8 % results in 
burning efficiency

Volatile Matter - 1% Max ( High burning 
efficiency) 

Ash Contents - Low as  Compared to Coal 
10% 

Availability-  Plenty round the year 

Fuel Used in Bioler - cost less then Fossil 
fuel cheaper then loose coal / Saw dust/ 
Husk Bhusa

Storage - Easy to storage in comparison to 
coal / saw dust / Husk

2 Mustard Husk Biomass 
Briquettes

G.C.V. – 3600 – 3800 Kcal / Kg Rate list is 
attached in 
separate sheetDiameter – 90mm in length

Ash Content -  Less than 10%

Moisture- Less than 10%

Agricultural waste products Bio - Mass Briquettes From 
SawDust, Groundnut, Mustard, Wood, CowDung
, RiceHusk &Turi … (Contd)



Agricultural waste products Bio - Mass Briquettes From 
SawDust, Groundnut, Mustard, Wood, CowDung
, RiceHusk &Turi … (Contd)

S. 
No.

List of Products Sourci
ng 
from

3 SawDust Bio Mass Briquettes G.C.V. – 3500 – 3600 Kcal / Kg
Diameter – 70-90mm in length
Moisture- 12-15%
Ash Content – 7-8%

Rate list is 
attached in 
separate sheet

4 Wood - Kikar Length – 24-30 Inch
Diameter – 4-18 Inch
GCV – 4000 Kcal / Kg
Moisture – 30-40%
Oil
Ash Content – Less  than 1%
Weight – 35 Tonn loaded truck

Rate list is 
attached in 
separate sheet



Agricultural waste products Bio - Mass Briquettes From 
SawDust, Groundnut, Mustard, Wood, CowDung
, RiceHusk &Turi … (Contd)

S. 
No.

List of Products Sourc
ing 
from

5 Wood - Jand Length – 24-36 Inch
Diameter – 4-18 Inch
GCV – 3500 Kcal / Kg
Moisture – 35%
Oil
Ash Content – Less  than 1%
Weight – 16-20 Tonn loaded truck

Rate list is 
attached in 
separate sheet

6 Eucalyptus Length – 24-36 Inch
Diameter – 4-18 Inch
GCV – 3000 – 3200 Kcal / Kg
Moisture – 45%
Oil
Ash Content – Less  than 1%
Weight – 16-20 Tonn loaded truck

Rate list is 
attached in 
separate sheet



Agricultural waste products Bio - Mass Briquettes From 
SawDust, Groundnut, Mustard, Wood, CowDung
, RiceHusk &Turi … (Contd)

S. 
No.

List of Products Sourci
ng 
from

7 Eucalyptus Nigam Length – 24-30 Inch
Diameter – 10-18 Inch
GCV – 4500 – 5000 Kcal / Kg
Moisture – 15%
Oil
Ash Content – Less  than 1%
Weight – 16-20 Tonn loaded truck

Rate list is 
attached in 
separate sheet

8 Popular Zad Length – 10-18 Inch
Diameter – 14-22 Inch
GCV – 2200 – 2400 Kcal / Kg
Moisture – 40%
Oil
Ash Content – Less  than 1%
Weight – 16-20 Tonn loaded truck

Rate list is 
attached in 
separate sheet



Agricultural waste products Bio - Mass Briquettes From 
SawDust, Groundnut, Mustard, Wood, CowDung
, RiceHusk &Turi … (Contd)

S. 
No.

List of Products Sourci
ng 
from

9 CowDung Length – 6-8 Inch
Diameter – 90 mm
GCV – 4000 Kcal / Kg
Moisture – 6-8%
Oil
Ash Content – Less  than 1%
Weight – 16-20 Tonn loaded truck

Rate list is 
attached in 
separate sheet

10 Saw Dust Pallet Length – 1-1.5 Inch
Diameter – 6 mm
GCV – 4000 - 4500 Kcal / Kg
Moisture – 6-8%
Oil
Ash Content – Max 2 to 4%
Weight – 16-20 Tonn loaded truck

Rate list is 
attached in 
separate sheet



Agricultural waste products Bio - Mass Briquettes From 
SawDust, Groundnut, Mustard, Wood, CowDung
, RiceHusk &Turi … (Contd)

S. 
No.

List of Products Sourci
ng 
from

11 Toori Rate list is 
attached in 
separate sheet

12 Rice Husk Rate list is 
attached in 
separate sheet



Technical Specifications of LDO by BPCL
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Technical Specifications of Imported Diesel
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Technical Specifications of IOCL Furnace Oil

Specification of Furnace 
Oil
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S.NO. CHARACTERISTIC Furnace Oil

I Density 95 – 98

II Ash percent by mass , max 0.1

III Gross Calorific value 10000+

IV Flash Point 66c

V Viscosity 125

VI Sediments % by mass (Max) 0.25

VII Sulphur total % by mass (Max) 1.0

VIII Water Content % by volume (Max) 0.5



Specification of L.S.H.S. from Indian Oil 
(Panipat Refinery)



Specification of L.S.H.S. from Reliance



Specification of LDO from BPCL



Specification of BioMass Briquettes 
(Groundnut Shell, Mustard Husk)

  RAW MATERIAL BASE Ground Nut Shell Biomass - Briquettes 
1 Gross Calorific Value 4000 - 4200  Kcal / Kg
2 Diameter 90mm length
3 Sulfur Biomass fuel, is free of sulfur content . No health  Hazards.
4 Moisture Very low: below 10 %, results high burning efficiency.
5 Volatile Matter 1% Max (High burning efficiency) 
6 Ash content Low as compared to Coal Less than 10%
7 Availability Plenty round the year
8 Fuel used in boiler

(lesser cost / better  Heat result )
cost less then Fossil fuel cheaper then loose coal / Saw dust/ 
Husk Bhusa.

9 Storage Easy to store  in  comparison to  Coal / Saw dust / wood / husk 
(Bhusa).

  RAW MATERIAL BASE Mustard Husk Biomass Briquettes 
1 Gross Calorific Value 3600 to 3800
2 Diameter 90mm length
3 Moisture Less than 10%
4 Ash content Less than 10%

  RAW MATERIAL BASE Sawdust Biomass Briquettes 
1 Gross Calorific Value 3500 to 3600
2 Diameter 70-90mm length
3 Moisture 12-15%
4 Ash content 7-8%



Technical Specifications of Reliance Furnace 
Oil
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Technical Specifications of Reliance CBFS
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Noida

1
0



P a n a m a  G ro u p  o f  C o m p a n ie s ,  
N o id a

(A N  IS O  9 0 0 1 -2 0 0 0 )

A d d re s s :  W -1 2 2 ,  S e c -1 2 ,  N o id a  (U P ) ,  2 0 1 3 0 1 ,  In d ia

P B X  B o a rd :    + 9 1 -  1 2 0 -  2 5 3 8 6 4 3 ,  T e le /  F a x :  + 9 1 -  1 2 0 -  4 2 1 1 4 9 3
S p e c if ica t io n s  o f  Fu e l O i l/  P y r o ly s is  O il fo r  
H e a t in g  K i ln

Technical Specifications of Fuel Oil/Pyrolysis 
Oil

© 2017 Panama Group of Companies, 
Noida
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S.No. Property Units Test Results
1 Gross Calorific Value(GCV) KCAL/KG Min. 10000+
2 Flash Point °C 40

3 Viscosity Centistokes (CST) 2.0- 10.0
4 Water Content % Max 1%
5 Density GM/CC 0.89-0.93



P a n a m a  G ro u p  o f  C o m p a n ie s ,  
N o id a

(A N  IS O  9 0 0 1 -2 0 0 0 )

A d d re s s :  W -1 2 2 ,  S e c -1 2 ,  N o id a  ( U P ) ,  2 0 1 3 0 1 ,  I n d ia

P B X  B o a r d :    + 9 1 -  1 2 0 -  2 5 3 8 6 4 3 ,  T e le /  F a x :  + 9 1 -  1 2 0 -  4 2 1 1 4 9 3

S p e c if ic a t io n s  o f  
L . D . O .

Technical Specifications of L.D.O.

© 2017 Panama Group of Companies, 
Noida
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S.NO. CHARACTERISTIC L.D.O.

I Colour Black/Brown
II Ash,  percent  by mass,  Max 0.05%
III Gross  Calorific  value 9500  +

IV Flash  point 66  c
V Viscosity 2  -  8
VI Water Content  %  by volume  (max) 0.1%
VII Density .83%  To .87%
VIII Sulphur 0.04%



Technical Specifications of Reliance HSD

© 2017 Panama Group of Companies, 
Noida
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Panam a  G roup  of  
Com panies,  N oida

(A N  ISO  9001-2000)

Address: W -122, Sec-12, No ida  (U P), 201301, Ind ia

PBX  Board :  +91-  120-  2538643, Tele/  Fax: +91-  120-  4211493
Specification  of  Industria l Fuel O il for  Burning  (A  Good  
substitute  of  Diesel)

Technical Specifications of Industrial Fuel for 

Burning

© 2017 Panama Group of Companies, 
Noida
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S.NO. CHARACTERISTICS SPECIFICATIONS

I Flash Point at 25 Deg C Minimum 40 Deg
II Water and Sediments 1%
III Kinetic Viscosity at 40 2.0%  to 10.0%
IV Sulphur contents 0.10 Maximum

V Gross Calorific Value Maximum 10000 +



Technical Specifications of Imported 
Bitumen 
VG 60:70
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Noida
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Technical Specifications of Imported 
Bitumen 
VG 85:100
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Specification of Pet Coke from Reliance Jamnagar Refinery

Technical Specifications of Reliance Pet 
Coke

© 2017 Panama Group of Companies, 
Noida
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Characteristics Unit Grade A Grade B Grade C
As Received

Total Moisture % Wt 8, max 8, max 8, max

Air Dried Basis

Ash % Wt 1, max 1, max 1, max

Volatile Matter % Wt 8, min 8, min 8, min

Fixed Carbon % Wt 87, min 87, min 87, min

Gross Calorific Value Kcal/kg 8,200, min 8,200, min 8,200, min

Sulphur % Wt 7, max 7.5, max 8.5, max

HGI 35, min 35, min



Technical Specifications of Imported Pet 
Coke 
(Imported from Saudi Arabia)

© 2017 Panama Group of Companies, 
Noida
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Specification of Indonesian Coal, as per ASTM 
Testing

© 2017 Panama Group of Companies, 
Noida
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Technical Specifications of Indonesian Coal

Description Typical Specification Rejection

Gross Calorific Value (ADB) 5400 kcal/kg. <5200 kcal/kg.

Total Moisture (ARB) 39% >41%

Inherent Moisture (ADB) 14% Approx.

Ash (ADB) 8% Approx. >10%

Volatile Matter (ADB) 38% - 45%

Fixed Carbon (ADB) By Difference

Total Sulfur (ADB) <0.6% >1.0%

Hardgrove Grindability Index (HGI) 55 Approx.

Size (0-50 mm) 90% Min



Technical Specifications of Bio-Diesel

P a n a m a   G r o u p   o f  C o m p a n i e s ,   
N o i d a

( A N   I S O  9 0 0 1 - 2 0 0 0 )
A d d r e s s :  W - 1 2 2 ,  S e c - 1 2 ,  N o i d a   ( U P ) ,  2 0 1 3 0 1 ,  I n d i a

P B X  B o a r d :    + 9 1 -   1 2 0 -   2 5 3 8 6 4 3 ,  T e le /   F a x :   + 9 1 -   1 2 0 -   4 2 1 1 4 9 3

S p e c i f ic a t io n s  o f  B io - D ie s e l

© 2017 Panama Group of Companies, 
Noida
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Parameters Test  Method Values Min. Max. Unit

Ester  Content EN14103 ϵϳ‐ϵϴ 96.5 ‐‐ %  (m/m)

Density  at  15°C ENISO12185 0.865 860 900 Kg/ml

Kinematic  Viscosity  at  40°C ENISO3104 4.25 3.5 5 mm/s

Flash  Point ENISO3679 170 120 ‐‐ °C

Cold  Filter Plugging Point EN116 (+  )12°  C ‐ ‐‐ °C

Sulfur Content ENISO20884 3.2 ‐‐ 10 mg/kg

Carbon Residue  (10% Dest.) ENISO10370 0.11 ‐‐ 0.3 %  (m/m)

Cetane  Number ENISO5165 52 51 ‐‐ ‐‐

Ash  Content  (Sulfated  Ash) ISO3987 0.01 ‐‐ 0.02 %  (m/m)

Water Content ENISO12937 365 ‐‐ 500 mg/kg

Total  Contamination EN12662 2.6 ‐‐ 24 mg/kg

Copper Strip  Corrosion ENISO2160 1a 1 Korr.Grad

Oxidation Stability EN14112 11 6 ‐‐ H

Acid  Value EN14104 0.3 ‐‐ 0.5 mgKOH/ g

Iodine Number EN14111 ϰ0‐ϱ0 ‐‐ 120 glod/100g

Linolenic  Acid  ME EN14103 7.2 ‐‐ 12 %  (m/m)

Methanol  Content EN14110 <0.15 ‐‐ 0.2 %  (m/m)

Free  Glycerin EN14105 0.01 ‐‐ 0.02 %  (m/m)

Mono gly ceride  Content EN14105 0.6 ‐‐ 0.8 %  (m/m)

Diglyceride  Content EN14105 0.1 ‐‐ 0.2 %  (m/m)

Triglceride  Content EN14105 0.16 ‐‐ 0.2 %  (m/m)

Total  Glycerol EN14105 0.20 ‐‐ 0.25 %  (m/m)

Phosphorus  Content EN14107 <5 ‐‐ 10 mg/kg

Group I  Metals(Na+K) EN14538 <2 ‐‐ 5 mg/kg

Group  II  Metals  (Ca  +Mg) EN14538 <2 ‐‐ 5 mg/kg



• Minimum Order One Truck Load (FO/LDO: 15-20 MT, Industrial 
Fuel/HSD/PetCoke: 28 
MT, Coal: 30 MT)

• Quality Testing Certificate of the product will be sent along with the lorry

• Material will be dispatched within 3 days of time after confirming Purchase 
order

• Terms of Payment: Advance RTGS with confirmed Purchase Order in favour of 
our 
company.

• You can test the Coal & Petroleum Products in your lab before unloading the 
material/product. We shall not entertain any quality complaint or any claims 
whatsoever, once the material/product has been unloaded from the 
truck/lorry.

• Additional Cost by IOCL as given below (over and above the listed price in 
table above) 
will be applicable for Bitumen and Emulsion supplies to the following states:

– Uttar Pradesh: Rs.77/MT

– Maharashtra: Rs.63/MT

– Haryana: Rs.15/MT

– Bihar: Rs.6/MT

– Assam: Rs.11/MT

© 2017 Panama Group of Companies, 
Noida
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Terms & Conditions



Panama Logistics Private Limited 
Panama House, Noida
Distt : Gautam BuddhNagar U.P 
International Trade Consultant, Import-Export, Petroleum Refiners & Processors, 
Indenting Agent of Domestic & Imported Coal, Pet Coke & Steel, Government 
Liaisonners. 
 
H/P             :9810119671 
                    :8130844336
Email          : rkgupta@panamagroup.co.in

  rkgupta@panamalogistics.co.in
PAN No     : AAECP4512F
CIN  No     : U60230DL2007PTC170724 
GST            : 09AAECP4512F1ZM
www.panamagroup.co.in, www.panamalogistics.co.in

Business Channel Partners with:-

© 2017 Panama Group of Companies, 
Noida
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http://www.panamagroup.co.in/
http://www.panamalogistics.co.in/
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